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CCM Abutment 
- Multi Post Screw(AANMSF/AANMST) included.

•	 Useful	to	make	a	customized	abutment	in	diicult 

situations. 

•	 Can be casted with non-precious alloys

   (Ni-Cr, Cr-Co alloys). 

•	 Non-precious melting temperature : Depend on 

Manufacturer

•	 Threaded sleeves for convenient Resin / Wax-up. 

•	 Melting	temperature	of	CCM	:	1300~1400℃	
•	 Recommend torque : 35Ncm
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Angled Abutment
- Multi Post Screw(AANMSF/AANMST) included.

•	 Two	diferent	angulations.	(15°,	25°)
•	 Four	diferent	proile	diameters.		 	

(Ø4.0, 5.0, 6.0, 7.0)

•	 Four	diferent	cuf	heights.	(2,	3,	4,	5mm)
•	 Can	cover	12	diferent	directions.	 	

[six to the surface(Hex), six to the edge of 

hex(Hex-E)]

•	 Esthetic gold coloring.

•	 Minimized	screw	head	length	needs	mini-
mum height to prevent milling problems.

•	 Recommend torque : 35Ncm

Ø4.0

2

7

Hex

15°

AANAAH4215L

3 AANAAH4315L

4 AANAAH4415L

5 AANAAH4515L

2

Hex-E

AANAAE4215L

3 AANAAE4315L

4 AANAAE4415L

5 AANAAE4515L

2

Hex

25°

AANAAH4225L

3 AANAAH4325L

4 AANAAH4425L

5 AANAAH4525L

2

Hex-E

AANAAE4225L

3 AANAAE4325L

4 AANAAE4425L

5 AANAAE4525L

Ø5.0

2

7

Hex

15°

AANAAH5215L

3 AANAAH5315L

4 AANAAH5415L

5 AANAAH5515L

2

Hex-E

AANAAE5215L

3 AANAAE5315L

4 AANAAE5415L

5 AANAAE5515L

2

Hex

25°

AANAAH5225L

3 AANAAH5325L

4 AANAAH5425L

5 AANAAH5525L

2

Hex-E

AANAAE5225L

3 AANAAE5325L

4 AANAAE5425L

5 AANAAE5525L

Ø6.0

2

7

Hex

15°

AANAAH6215L

3 AANAAH6315L

4 AANAAH6415L

5 AANAAH6515L

2

Hex-E

AANAAE6215L

3 AANAAE6315L

4 AANAAE6415L

5 AANAAE6515L

2

Hex

25°

AANAAH6225L

3 AANAAH6325L

4 AANAAH6425L

5 AANAAH6525L

2

Hex-E

AANAAE6225L

3 AANAAE6325L

4 AANAAE6425L

5 AANAAE6525L

Ø7.0

2

7

Hex

15°

AANAAH7215L

3 AANAAH7315L

4 AANAAH7415L

5 AANAAH7515L

2

Hex-E

AANAAE7215L

3 AANAAE7315L

4 AANAAE7415L

5 AANAAE7515L

2

Hex

25°

AANAAH7225L

3 AANAAH7325L

4 AANAAH7425L

5 AANAAH7525L

2

Hex-E

AANAAE7225L

3 AANAAE7325L

4 AANAAE7425L

5 AANAAE7525L
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Diameter  
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Height(mm) 

Post 
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P.D

15° 15°25° 25°

P.H

C.H

Platform
level

Hex-E Hex

Proile
Diameter  

Cuf
Height(mm) 

Post 
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Ø4.0 1 11
Hex AANCAH4012L

Non-Hex AANCAN4012L

Proile
Diameter  

Cuf
Height(mm)  

Post 
Height(mm)  Type  Ref.C Hex Non-Hex

P.H

C.H

P.D

Platform
level
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