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Ⅰ. Fixture Level Prosthesis 

CCM AbutmentEZ Post Abutment Milling Abutment Angled Abutment

Temporary Abutment [Titanium] Temporary Abutment [POM] Fuse Abutment

Lab Analog

Impression Coping
[Transfer / 2piece]

Impression Coping
[Pick-up / Hexed]

Impression Coping
[Transfer / 1piece]

Impression Coping
[Pick-up / Non-hexed]

Gold Abutment
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➲ Abutment Options (Continued)Ⅰ. Fixture Level Prosthesis 

Impression Coping 
(Transfer type)

• Diameters correspond to Healing Abutment 

diameters. 

• Available in one piece (non-hex) or two 
piece (hex) and two heights.

• Used for Closed Tray (Transfer) technique.
• Impression Coping design ensures easy 

and accurate transfer of ixture position.
• Flat surface of Impression Coping aligns 

with the lat of the hex within the ixture.
• Impression Coping Driver and Hand 

Driver(1.2Hex) should be used to ensure 
Impression Coping is properly tightened.

Impression Coping 
(Pick-up type)
- Guide Pin (GPP07 / GPP12 / GPP16) included

• Used for open tray technique. Most beneicial for 
multiple ixtures that will be splinted together. 

• Square body design ensures stability within the 
impression and accurate transfer of ixture position.

Ø4.0
12.0

2piece

IT4012HT IT4012HHT

16.0 IT4016HT IT4016HHT

Ø4.5
12.0 IT4512HT IT4512HHT

16.0 IT4516HT IT4516HHT

Ø5.5
12.0 IT5512HT IT5512HHT

16.0 IT5516HT IT5516HHT

Ø6.5
12.0 IT6512HT IT6512HHT

16.0 IT6516HT IT6516HHT

Ø4.0
12.0

1piece

IT4012N IT4012NH

16.0 IT4016N IT4016NH

Ø4.5
12.0 IT4512N IT4512NH

16.0 IT4516N IT4516NH

Ø5.5
12.0 IT5512N IT5512NH

16.0 IT5516N IT5516NH

Ø6.5
12.0 IT6512N IT6512NH

16.0 IT6516N IT6516NH

Ø4.0
12.0

Hex

IP4012HT

16.0 IP4016HT

Ø4.5
7.0 IP4507HT

12.0 IP4512HT

Ø5.5
7.0 IP5507HT

12.0 IP5512HT

Ø6.5
7.0 IP6507HT

12.0 IP6512HT

Ø4.0
12.0

Non-Hex

IP4012NT

16.0 IP4016NT

Ø4.5
7.0 IP4507NT

12.0 IP4512NT

Ø5.5
7.0 IP5507NT

12.0 IP5512NT

Ø6.5
7.0 IP6507NT

12.0 IP6512NT

Type
Height

(mm)
Proile

Diameter
Ref.C Ref.C

(1.2 Hex)

Ø4.0

Ø4.0 Ø4.5 Ø5.5 Ø6.5

Ø5.5

Ø4.5

Ø6.5

2piece

1piece

TypeHeight(mm)
Proile 

Diameter Ref.C

Impression Coping Driver 

Refer to Page.405

Ø4.0

Ø4.0

Ø4.5

Ø5.5 Ø6.5

Ø4.5

Ø5.5 Ø6.5

Hex

Non-Hex

-  Guide Pin (GPT12H / GPT12 / GPT16H / 
GPT16) included in two piece type
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