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Product coordinator : Jung Ho Nam, rnd_implant1@imegagen.com

Key Advantages
Strong solution for narrow 
ridge & Anterior small teeth.

Mini, but mighty.
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(unit : mm)

Mechanical test using universal testing machine in accordance with ISO 14801,

-R&D center in MegaGen Implant Co.,Ltd.(2013)-

Parallel
wall thickness

MiNiTM

Ø3
MiNiTM

Ø3.25
Company A

Ø3

A 0.28 0.47 0.34

B 0.31 0.42 0.44

11˚connection

M1.4

Abutment Screw

XPEED

Surface treatment

1.7mm Hex

Knife thread

MiNi
TM

, but mighty

- When compared with the company A, MiNi
TM

 internal 

ixture Ø3.0 has similar compressive strength, but 
Ø3.25 ixture showed much higher value of strength 
on the thin wall area of the ixture.
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Characteristics & Advantages » Ⅰ. Features

•	 Do not use Torque Wrench.

•	 Max uniform strength of hex 50Ncm.

•	 Can not exceed 75Ncm.

Ⅰ. Features
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Fixture / Cover Screw & Healing Abutment

Fixture / Cover Screw & Healing Abutment » Ⅰ. Fixture Dimension

Ⅰ.  Fixture Dimension

Platform 
Diameter

Connection 
Diameter Ø2.3

22°

Widest Thread
Diameter

Core
Diameter

Apex
Diameter

Length

Pitch 0.6

Thread 
Depth

Hex. 1.7

Straight
3

Female screw
1.4mm diameter X 
0.3mm pitch

Ø3.0 Ø3.0 Ø2.6 Ø1.8 Ø2.6(0.2) 8.0 / 9.5 / 11.0 / 12.5 / 14.5

Ø3.3 Ø3.4 Ø2.8 Ø2.0 Ø2.8(0.3) 8.0 / 9.5 / 11.0 / 12.5 / 14.5

Widest thread 
Diameter

Fixture 
Diameter

Apex 
Diameter

Core Diameter
(Thread Depth)

Length(mm)Platform 
Diameter

Fixture Size variation
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MiNi Fixture
- Cover Screw included

•	 Platform	diameter	of	Ø3.0	ixture	is	2.6mm.
•	 Platform	diameter	of	Ø3.3	ixture	is	2.8mm

Ø3.0

8.5 MIIF3008C

10.0 MIIF3010C

11.5 MIIF3011C

13.0 MIIF3013C

15.0 MIIF3015C

Ø3.3

8.5 MIIF3308C

10.0 MIIF3310C

11.5 MIIF3311C

13.0 MIIF3313C

15.0 MIIF3315C

L

L

Length(mm)Diameter Ref.C

Ø3.25

Ø3.4

Ø3.0

Cover Screw
•	 Recommend torque : by hand (5 - 8Ncm).

•	 Only	with	inger	force.
0.5 MICS2505

Height(mm) Ref.C
0.5

Top view

Healing Abutment
•	 Recommend torque : by hand (5 - 8Ncm).

•	 Only	with	inger	force.

Ø3.0

2.5 MIHA3025

3.0 MIHA3030

4.0 MIHA3040

5.0 MIHA3050

6.0 MIHA3060

7.0 MIHA3070

8.0 MIHA3080

9.0 MIHA3090

Ø3.5

2.5 MIHA3525

3.0 MIHA3530

4.0 MIHA3540

5.0 MIHA3550

6.0 MIHA3560

7.0 MIHA3570

8.0 MIHA3580

9.0 MIHA3590

Height(mm)
Proile

Diameter
Ref.C

H

H

Fixture / Cover Screw & Healing Abutment » Ⅱ. Fixture Size & Cover Screw & Healing Abutment

Ⅱ.  Fixture Size & Cover Screw & Healing Abutment
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EZ Post Abutment

Temporary
Abutment

Impression Coping
(Transfer)

Impression Coping
(Pick-up)

Cover Screw

Lab Analog

Closed tray Open tray

Milling Abutment

Fuse
Abutment

Healing Abutment

Angled Abutment

Ⅰ. Fixture Level Prosthesis

Abutment & Prosthetic Options » Ⅰ. Fixture Level Prosthesis

Abutment & Prosthetic OptionsPDF Compressor Free Version 
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Abutment & Prosthetic Options » Ⅰ. Fixture Level Prosthesis

➲ Abutment Options & Components (Continued)

Impression Coping
- Guide Pin included

•	 Guide Pin (Transfer type - MIGPT12, MIGPT16           

Pick-up type - MIGPP12, MIGPP16)

•	 Transfer type  : Should be tightened with   

  Impression Driver (Page.374) 

Special Guide Pin   

which can be used with a 1.2mm  

hex driver is available on request.

Transfer type Pick-up type

14

16

Ø3.5 Ø3.5

Lab Analog
12 MILA300H

Length(mm) Ref.C
12

Temporary Abutment
- Abutment Screw(MIAS14) included

•	 Recommend torque : 10 - 15Ncm

12

Ø3.0

Ø3.5

12
Transfer

Hex

MIIT3512HT

Pick-up MIIP3512HT

16
Transfer MIIT3516HT

Pick-up MIIP3516HT

Proile
Diameter

Length
(mm) Ref.CType

Ø3.0 12 Hex MITA3012HT

Proile
Diameter

Length(mm) Ref.CType
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Abutment & Prosthetic Options » Ⅰ. Fixture Level Prosthesis

EZ Post Abutment
- Abutment Screw(MIAS14) included

•	 Recommend torque : 15Ncm

Ø3.5

5.5

1.0 MIEP3505HT

1.5 MIEP3515HT

2.5 MIEP3525HT

3.5 MIEP3535HT

4.5 MIEP3545HT

7.0

1.0 MIEP3507HT

1.5 MIEP3517HT

2.5 MIEP3527HT

3.5 MIEP3537HT

4.5 MIEP3547HT

9.0

1.0 MIEP3509HT

1.5 MIEP3519HT

2.5 MIEP3529HT

3.5 MIEP3539HT

4.5 MIEP3549HT

Proile
Diameter

Post
Height(mm)

Cuf Height
(mm)

Ref.C

C.H
5

7

7
8

9

P.D

Fuse Abutment
- Abutment Screw(MIAS14) + Fuse Cap included

•	 Recommend torque : 10 - 15Ncm

•	 For the design concept and rationale of the 

Fuse Abutment, please refer to Page.078

Ø5.0 Ø3.5 4.5 7.0
Straight MFAP3545P

Angled(15°) MFAA3415P

C.H
(mm)

P.H
(mm)

Ref.CType
Labio-
lingual

Mesio-
distal

15°

Mesio-
distal

Mesio-
distal

Labio-lingual

Labio-lingual

P.H

C.H

NEW	:	4mm	cuf	height	available
         → Adequate for deeply placed implants 

         or thick gingival cases 
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Abutment & Prosthetic Options » Ⅰ. Fixture Level Prosthesis

Angled Abutment
- Abutment Screw(MIAS14) included

•	 Recommend torque : 15Ncm

C.H C.H

Ø3.5 Ø3.5

15° 15°
Hex Hex-E

7
8

Milling Abutment
- Abutment Screw(MIAS14) included

•	 Recommend torque : 15Ncm C.H
5

7

9

Ø3.0

Ø3.5

2.5

9.2

Hex

15°

MIAA3215HT

3.5 MIAA3315HT

4.5 MIAA3415HT

2.5

Hex-E

MIAA3215ET

3.5 MIAA3315ET

4.5 MIAA3415ET

Proile
Diameter

Type Angle
C.H

(mm)
P.H

(mm)
Ref.C

Ø3.0

5.5

1.0 MIMA3005HT

1.5 MIMA3015HT

2.5 MIMA3025HT

3.5 MIMA3035HT

4.5 MIMA3045HT

7.0

1.0 MIMA3007HT

1.5 MIMA3017HT

2.5 MIMA3027HT

3.5 MIMA3037HT

4.5 MIMA3047HT

9.0

1.0 MIMA3009HT

1.5 MIMA3019HT

2.5 MIMA3029HT

3.5 MIMA3039HT

4.5 MIMA3049HT

Ø3.5

5.5

1.0 MIMA3505HT

1.5 MIMA3515HT

2.5 MIMA3525HT

3.5 MIMA3535HT

4.5 MIMA3545HT

7.0

1.0 MIMA3507HT

1.5 MIMA3517HT

2.5 MIMA3527HT

3.5 MIMA3537HT

4.5 MIMA3547HT

9.0

1.0 MIMA3509HT

1.5 MIMA3519HT

2.5 MIMA3529HT

3.5 MIMA3539HT

4.5 MIMA3549HT

Proile
Diameter

Post
Height(mm)

Cuf Height
(mm)

Ref.C

➲ Abutment Options & Components 
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